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Make sure the directions of water inlet and outlet in
accordance with the onsite installation collocation.
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Intake pipe, inclined angle 5°.
Pipe length: over 1.5m.
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Tee Joint, 45° incline to the side direction to assist
bypass flow and facilitate to drain off water
during the rainstorm. The height of the outlet is
parallel to the top of the filter.
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Insert the intake pipe into the rainwater ~
inlet to the end.

Suggest using AB glue as the fixed
adhesive.
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Supporting Board
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Insert the Sewage outlet into the hole of the supporting board
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Note: The supporting board |IIustrated above is to temporarily fix the valve position to facilitate piping arrangement.
Kinds of the fixed supports: Foot Stand, Holding Hoop and Supporting Board, etc. that can be sub-contracted production ty

the manufacturer according to the actual onsite collocation .
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Have the discharging pipe cover the cleaned
water outlet and insert it to the end.
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Have the sewage pipe cover the
sewage outlet and insert it to
theend.
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X The Size of the sewage discharge pipe can be
enlarged, but cannot be reduced

to avoid affecting the discharge.
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Suggest using the "Garbage Collection

Basket" to prevent the Sewage Passageway
from being blocked and to centralize the
7, garbage for easy disposal or recycling.
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Open the "Top Cover"

k%ﬁ}u (9)
Hasp (Open)

RENEE R
| EAREREBRDE
TwERE S LE  BRED -

Check the inside filter to see if any displacement during
installation.

<§ Put on the Top Cover and close the Hasp after making

sure everything is OK.
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\Note: Take the same operation to check the blockage situation of the rainwater filter, or to clean the filter device.
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Supporting Board
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Insert the sewage outlet into the hole of the supporting board.
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Note: After completing the piping arrangement of rainwater inlet, cleaned water outlet and sewage
outlet, adjust the stand position of the supporting board and then fasten it.
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Filter Operation Principle Diagram
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Xlt is recommended to remove the filter every year for inspection and cleaning.
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Rainwater Filter Installation Diagram
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Tee Joint, 45° incline to the side direction, The height of
the outlet is parallel to the top of the filter.
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Float Valve

Rainwater Harvesting Filter
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Rainwater Storage Tank

First Flush Tank
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